
 

 

 

PRE-CUT HIGH-PURITY REFERENCE 
MATERIALS  
(FOR CUPELLATION, ICP-OES  
& POTENTIOMETRY) 

 

 

METAL SIZE WEIGHT SPECIFICATIONS 

Au ≥ 999.99‰ Disk Ø 6 mm 250 mg  

Au ≥ 999.99‰ Disk Ø 6 mm 187 mg  

Ag ≥ 999.9‰ Square 6×6 mm 675 mg Au, Pt, Pd ≤ 10 mg/kg 

Ag ≥ 999.9‰ Square 6×6 mm 500 mg Au, Pt, Pd ≤ 10 mg/kg 

Ag ≥ 999.9‰ Square 6×6 mm 375 mg Au, Pt, Pd ≤ 10 mg/kg 

Ag ≥ 999.9‰ Square 6×6 mm 250 mg Au, Pt, Pd ≤ 10 mg/kg 

Ag ≥ 999.9‰ Square 6×6 mm 125 mg Au, Pt, Pd ≤ 10 mg/kg 

Ag ≥ 999.9‰ Disk Ø 3 mm 25 mg Au, Pt, Pd ≤ 10 mg/kg 

Pt ≥ 999.9‰ Cut strips   

Pd ≥ 999.9‰ Cut strips   

Cu ≥ 999‰ Disk Ø 3 mm 25 mg Au, Pt, Pd ≤ 10 mg/kg,  
   Ag ≤ 100 mg/kg 


